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Chloride-free liquid concrete improver. Admixture for the MEYCO® TCC 
(Total Consistency Control) system. 
 
 
Product description  
MEYCO® TCC735 is a chloride-free, multi-
purpose liquid admixture witch enhances the 
quality of sprayed concrete in both the plastic and 
hardened state. 
The unique composition of MEYCO® TCC735 
ensures better hydration of the cement. As a 
result, initial shrinkage is substantially reduced, 
bonding characteristics are enhanced, both 
density and compressive strength are increased. 
 
The concrete improver MEYCO® TCC735 has 
been tested with good results both in laboratories 
and on jobsites. Comprehensive investigation 
programmes were carried out in Norway 
(SINTEF), Switzerland (LPM Institute), Austria 
(University of Innsbruck, BMI) and internal BASF 
laboratories.  
 
Fields of application 
 
• All types of wet-mix sprayed concrete 

applications 
• Cast concrete 
• Pumped concrete 
• MEYCO® TCC system 
• Concrete with low cement content 
• Concrete with deficient grading or low content 

of fines 
• Casting/spraying in hot climates 
 
Packaging 
MEYCO® TCC735 is supplied in 25 litre pails or 
in 200 kg drums. 
 
Features and benefits 
• No external curing agent necessary 
• Maximized cement hydration 
• Reduced initial shrinkage 
• Improved bond between layers and to 

substrate 
• Improved workability and pumpability 
• Increased density and final strengths 
• Reduced permeability 
 

Compatibility 
MEYCO® TCC735 is compatible with all types of 
cements, microsilica and pozzolanic materials. 
The product should always be used in 
combination with Pozzolith® 322N, Glenium® 51, 
Glenium® T801, T803, T804, T805, T807 and 
Glenium® TC1303 
MEYCO® TCC735 should not be used in 
combination with superplasticizers or other 
admixtures containing sulphonated naphthalene, 
as this could cause instant loss of workability. 
Please consult your local BASF representative for 
further advice. 
 

Technical data 
Form Liquid 
Colour Milky white 
Density at +20°C 0.9 ± 0.1  
pH value  8-10 
Viscosity at +20°C 150±25 mPa.s 
Solubility in water Total 
Chloride content <0.1% 
 
Mixing 
When MEYCO® TCC735 must be stirred well 
before use, best achieved by rolling the drums. 
The product is ready to use and is dispensed 
together with the mixing water, through normal 
admixture dispensers together with the mixing 
water, through normal admixture dispensers. For 
best effect, MEYCO® TCC735 should be added 
to the mix with the last 20% of the mixing water 
 
Dosage 
MEYCO® TCC735 is dispensed at the standard 
rate of 5 kg per m3 of concrete, independent of the 
dosage of the cement. However, specific job 
conditions may require a higher or lower dosage 
and this should be determined by trails. 
                                                                                                                                
                                                                                         
                                                                                         
 




